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DECOR + UNI

TopTop  CCooat Lacat Lacqqueuerr

Clear PoClear Pollyypproroppyyllenenee (PP) (PP)

Decor FilmDecor Film

PrimePrimerr (Back Side) (Back Side)

Modus Film, the decorative PVC-free film is the 
perfect alternative to solid timber and consists 
of a printed polypropyene-based film with 
high-resolution printing tecnology. Our surface 
coating technology increases the durability of 
the product on the surface and can be used for 
a variety of applications.

Decor	 125 μm
Uni	 150 μm

Decor	 1260 mm
Uni	 1300 mm (stock)
	 1600 mm possible

Materials and  
Layer Configuration



PROPERTIES TEST METHOD RESULT

Dimensional Stability At 100°C for 15min 
MD -7.0~0%

TD -2.0~2.0%

Tensile Strength JIS K 6732
MD More than 24.5N

TD More than 19.6N

Elongation at Break JIS K 6732
MD More than 100%

TD More than 50% 

Weather Resistance JIS B 7753 (Open-Flame Carbon-Arc Type) 2000 hrs with no remarkable change 

Chemical Resistance DIN 68861:2011, PART 1 1C (Except for butter and olive, test result can be 
reached to 1A.)

Scratch Resistance DIN 68861:2013, PART 4 4E (> 0.5,  < 1.0 N) 

Solvent Resistance Rubbing over 10 times 

Petroleum Benzine

No remarkable change Ethanol

Lacquer Thinner

Dry Heat DIN 68861:2001, PART 7 7C

Wet Heat DIN 68861:2001, PART 8 8A

Microscratching CEN/TS 16611:2016 Classification A

DECOR 

PROPERTIES  UNIT VALUES

Embossing 27 65

Gloss level 60° DIN 67530 3 +/-1 3 +/-1

Resistance to chemical substances DIN 68861/2013 Part 1 GU 1C 1C

Resistance to abrasion DIN 68861/2013 Part 2 Class 2A 2A

Resistance to scratch DIN 68861/2013 Part 4 Class 4D 4D

Resistance to dry heat DIN 68861/2013 Part 7 Class 7C 7C

Resistance to wet heat 55 ° C DIN 68861/2013 Part 8 Class 8A 8A

Fastness to Light DIN EN 15187/2007 Blue wool scale =/ > 5 =/ > 5

Cross cut test DIN EN ISO 2409/2020 Class 0 0

Surface resistance to cold liquids EN 12720:2013 Class R2 Class 4 – 5 4 – 5

Erichsen 413 DIN EN 15186, B N 1,0 - 1,5 1,0 -1,5

UNI 
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This product is designed for in-
terior applications and suitable for 
2D flat lamination and wrapping.
It is formulated as a stain-resistant 
coating and is not recommended 
for overcoating with UV coatings 
or other finishes. Before use, the 
materials and laminate conditions 

such as substrate, glue, cutting, 
drilling process should be tested 
according to the application. Suf-
ficient curing time after lamination 
should be needed to proceed to 
a cutting process and a drilling 
process. 

Storage 
conditions

Direct sunlight on the film, as well as extreme temperature fluctuations, should be avoided.
Store below 40°C and 60% humidity.
Processing within 12 months of the production date is recommended.
The film should be conditioned at room temperature for at least 24 hours before processing 
(Laminating cold film with cold adhesive results in poor adhesion).
Do not store or stack rolls upright for an extended period of time.
Cutting the film at extremely low temperatures is not recommended.

PROPERTIES TEST METHOD UNIT VALUES

Resistance to chemical substances DIN 68861/2013 Part 1 Class 1B

Resistance to abrasion DIN 68861/2013 Part 2 Class 2E

Resistance to scratch DIN 68861/2013 Part 4 Class 4E

Resistance to dry heat DIN 68861/2013 Part 7 Class 7C

Resistance to wet heat 55 °C DIN 68861/2013 Part 8 Class 8B

Fastness to Light DIN EN 15187/2007 Blue wool scale 5

Cross cut test DIN EN ISO 2409/2020 Class 0

Microscratch test EN 16611:2023
Class (testA)

Class (testB)

A 

A

Surface resistance to cold liquids EN 12720:2013 Class R2 Class A

General
Information




